
RECOMMNDED PROCEDURE: 
For safety, it is advised that two 
people handle the setup of any 

inflatable tent. Before beginning, 
make sure the area is clear of any 

sharp objects on the ground and any 
overhead obstructions. 
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ASSEMBLY 
INSTRUCTIONS:
INFLATION

IMPORTANT NOTES:
Assess Weather Conditions: Always 

check the wind and weather forecast 

before starting assembly.

 

Verify Ground Fixings: Ensure you have 

the appropriate ground fixings suitable 

for your specific site.

 

Supervise the Tent: Never leave the tent 

unattended while it is in use.

STEP 6
Each leg on the inflatable tent has a valve. 
Select the valve to attached the pump, screw 
inflataion valve closed and leave cap off.
On all other valves screw tight and fix cap.

STEP 5
Attach the walls and awning using zips.

STEP 4
If required layout your walls and awning and 
confirm positioning.

STEP 1
move the inflatable tent from the protective 
cover.

STEP 2
Roll out the inflatable tent cover.

STEP 3
Lay the inflatable tent out flat.

STEP 9
Ensure all legs are lined up and the canopy is 
centered. Check frame is firm.

STEP 8
During the inflataion process raise legs into the 
center until all legs are upright.

STEP 7
Connect the pump to selected inflataion valve 
and being inflation.

Over pressure relief valve system.
DO NOT TOUCH

STEP 10
Fix stakes and guide ropes and attach 
sandbags.



ASSEMBLY 
INSTRUCTIONS:
DEFLATION

IMPORTANT NOTES:
Ensure the Canopy and wall 

fabrics are completely dry before 
packing down and fitting the 

protective cover.

During transport do not put 
heavy items on top of the tent, 

ACCESSORISES INCLUDED

ACCESSORISES AVALIABLE

STAKES HAND PUMPS SAND BAGS x4

ELECTRIC PUMP
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STEP 1 
Remove the stales and guide ropes or detach 
the sandbags.

STEP 4 
Ensure the area is clear of persons.Ensure the 
area is dry and Clean.Unscrew all valves to 
deflate the tent.

STEP 2
Ensure the area is clear of persons.
Ensure the area is dry and Clean.
Unscrew all valves to deflate the tent.

STEP 5 
Pack up the dry and clean inflatable tent into 
the protective cover.  

STEP 3
Remove all air from the tubes


