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OVERVIEW

The LB100 freestanding lightbox is designed for use 
in high-footfall environments such as exhibitions, retail 
spaces, showrooms, and open-plan interiors. Its 100mm 
deep aluminium profile provides strength and stability, 
while housing edge-lit LED technology that delivers 
bright, even illumination across the graphic surface.

Graphics are printed on specialist fabric and held under 
tension for a smooth, professional finish. The lightbox can 
be configured as double-sided for visibility from both 
directions, or single-sided with a blockout fabric panel to 
the rear.

The LB100 is supplied with removable feet for 
freestanding use, or can be provided without feet for 
integration into custom systems, display furniture, or 
hanging applications.. Frames are available in anodised 
aluminium, white, or black, with the option to powder 
coat to any RAL colour.

For convenience, the LB100 is flat packed for easy 
transport and simple on-site assembly. Power is supplied 
via an internal LED driver, with a choice of kettle lead 
or hardwired connection. Please specify your preferred 
power setup and cable exit point when ordering.

SPECIFICATION

	n 100MM FREESTANDING PROFILE - Stable and durable in open-plan space.
	nEDGE-LIT LED ILLUMINATION - Bright, even lighting across the graphic.
	nDOUBLE OR SINGLE-SIDED - With blockout panel supplied for single-sided use.
	nREMOVABLE FEET - Or supplied without feet for intergration into custom setups.
	nFLAT PACKED - Easy to transport and simple to build on site.
	n INTERNAL LED DRIVER - Self-contained or external power options available.
	n IEC (KETTLE LEAD) OR HARDWIRED OPTIONS - With specified cable exit position.
	nQUICK-CHANGE TFS GRAPHICS - Quick, tool-free changeouts.
	nFINISH OPTIONS - Anodised aluminium, white, black, or powder coated to any RAL colour.

LB100 FREESTANDING OR HANGING 
EDGE-LIT LED LIGHTBOXES



TECHNICAL DETAILS
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SPECIFICATION DETAILS

Profile Depth (mm) 100mm

Min Size mm (W x H) 1000 x 500mm

Max Size mm (W x H) 15,000 x 2500mm

Frame Type Double-sided LED Frame

Feet Flat Foot up to 2m high | Stuctural Foot for 2.5m high

Feet Dimensions Flat Foot - 400 x 100 x 4mm | Structural Foot - 

Finish
Anodised aluminium (as standard), white, black, or powder 
coated to any RAL colour.

Graphic 100% Polyester Backlit Fabric

TFS Type 10mm 

Light Colour 6500K (Cool Daylight)

Watts 36W per m²

Power Input Bottom (as standard) - Internal drivers (no external driver box)

Power Options
IEC (kettle lead) or hardwired connection - cable exit position must be 
specified

Cable Colour Black or White (Specify)

VISIT US ONLINE
Scan the QR code or visit xg-group.co.uk to explore our full lightbox range, print services, 
and display materials.	


