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OVERVIEW

The LB60 backlit wall-mounted lightbox is designed for 
applications that require larger display sizes than those 
supported by the edge-lit version. It features a 60mm 
deep aluminium profile and uses backlit LED modules 
mounted to internal backboards to provide bright, even 
illumination across the graphic surface.

Ideal for branded interiors, retail environments, and 
workplace signage, the LB60 is recommended for 
installations over 1200mm high, where edge-lit systems 
are not suitable but wall loading or access makes a 
100mm system impractical.

The LB60 Backlit lightboxes are available as complete 
assemblies or broken down modular sections for 
easier transport and minimal on-site assembly. They 
are powered by and external LED driver, which can be 
hardwied or connected via DC connectors. Please specify 
the required cable exit location when placing an order.

SPECIFICATION

	n60MM WALL-MOUNTED PROFILE - Slimmer and lighter than the 100mm backlit version.
	nBACKLIT LED ILLUMINATION - Bright, even lighting across the graphic.
	nWALL-MOUNT FIXING PROFILE INCLUDED - For fast and secure installation.
	nRECOMMENDED APPLICATION - For lightboxes up to 3000mm high by 6000mm wide.
	nOPTIONAL REAR FABRIC PANEL - Blackback fabric blocks light spill and can be printed if visible.
	nFLAT PACKED - Easy to transport and simple to build on site.
	nEXTERNAL LED DRIVER - Connects via DC connectors or hardwired configuration.
	nDC CONNECTORS OR HARDWIRED OPTIONS - With specified cable exit position.
	nQUICK-CHANGE TFS GRAPHICS - Quick, tool-free changeouts.
	nFINISH OPTIONS - Anodised aluminium, white, black, or powder coated to any RAL colour.
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VISIT US ONLINE
Scan the QR code or visit xg-group.co.uk to explore our full lightbox range, print services, 
and display materials.	

SPECIFICATION DETAILS

Profile Depth (mm) 60mm

Min Size mm (W x H) 500 x 500mm

Max Size mm (W x H) 6000 x 3000mm

Frame Type Single-sided LED Frame

Mount Additional fixings supplied for secure wall-mount installation.

Finish
Anodised aluminium (as standard), white, black, or powder 
coated to any RAL colour.

Graphic 100% Polyester Backlit Fabric

TFS Type 10mm 

Light Colour 6500K (Cool Daylight)

Watts 27W per m²

Power Input Bottom (as standard) - External Drivers

Power Options
DC Connection or hardwired connection - cable exit position must be 
specified

Cable Colour Black or White (Specify)


