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XG TENSION FABRIC
LIGHTBOX DISPLAYS

XG’s range of Tension Fabric Lightbox Displays combines engineered aluminium frames with
high-quality TFS graphics to deliver professional illuminated displays suitable for a wide range of
environments. Whether you’re specifying a wall-mounted system, a robust freestanding display,
or a portable modular setup for exhibitions, XG offers a complete, UK-manufactured solution. As
one of the few businesses in the UK that both manufactures the lightbox hardware and prints the
fabric graphics in-house, we simplify the process and ensure everything works together from the
outset.
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Our custom lightbox systems are available in both 60mm and 100mm profiles, compatible with
edge-lit and backlit LED configurations. These can be installed as wall-mounted, hanging, or
freestanding displays, making them ideal for retail environments, branded interiors, reception
areas, and showrooms. The 60mm profile is best suited to smaller applications, while the T00mm
profile offers greater rigidity and more even illumination for larger-scale displays.

For portable use, our modular 120mm lightbox system is designed for tool-free assembly and
easy transportation, making it ideal for exhibitions, events, and promotional campaigns. Units can
be used standalone or linked together to form larger backdrops or immersive branded spaces.
All systems feature tension fabric graphics printed on specialist polyester for a seamless
illuminated finish. Whether you’re using a fixed or modular system, XG delivers dependable,
professional results through a fully integrated service.

On the reverse of this page, you'll find a Specification Matrix outlining the key features of each
lightbox type, including profile depth, lighting type, mounting options, and recommended
applications.



LIGHTBOX SPECIFICATION MATRIX

The XG lightbox range features a selection of aluminium profiles designed for various display
environments, ranging from slimline wall-mounted frames to robust freestanding formats. This matrix
outlines the key specifications across 60mm, 100mm, and 120mm (Portable), including LED types,
finish options, and mounting methods.

PORTABLE
LB60 WALL LB60 WALL LB10O LB10O WALL LB10O WALL IOBUILAR
FEATURE/OPTION MOUNTED MOUNTED FREESTANDING MOUNTED MOUNTED s
EDGELIT BACKLIT EDGELIT EDGELIT BACKLIT
LIGHTBOX
Profile Depth (mm) 60mm 60mm 100mm 100Mmm 100mm 120mm
o 1000 x 1000 x 1000 x 850 x
Min Size (W x H) 500 x 500mm | 500 x 500mm 500mm 500mm 1000mm 2000mm
Max Size (W x H) 6000 x 6000 x 15,000 x 15,000 x 15,000 x 6000 x
1200mm 3000mm 2500mm 2500mm 4000mm 2500mm
LED Lighting Type Edgelit Backlit Edgelit Edgelit Backlit Edgelit
LED Position Edge Rear Panel Edge Edge Rear Panel Edge
. Anodised Anodised Anodised Anodised Anodised Anodised
Frame Finish o - - . - _
Aluminium Aluminium Aluminium Aluminium Aluminium Aluminium
Powder Coated Finish v v v v v x
Frame Type Single-sided Single-sided Double-sided Single-sided Single-sided Double-sided
Mounting Type Wall-Mounted | Wall-Mounted Freestanding Wall-Mounted | Wall-Mounted Freestanding
100% 100% 100% Polvester 100% 100% 100%
Graphic Polyester Polyester Bac&lit Fyabric Polyester Polyester Polyester
Backlit Fabric Backlit Fabric Backlit Fabric Backlit Fabric Backlit Fabric
TFS Type 10mm TFS 10mm TFS 10mm TFS 10mm TFS 10mm TFS 14mm TFS
Watts 27W per m? 27W per m? 36W per m? 36W per m? 36W per m? 45W per m?
LED Drivers External External Internal Internal Internal Internal
Light Colour 6500K (Cool 6500K (Cool 6500K (Cool 6500K (Cool 6500K (Cool 6500K (Cool
9 Daylight) Daylight) Daylight) Daylight) Daylight) Daylight)
Black / White Black / White Black / White Black / White Black / White
Cable Colour (Specify) (Specify) (Specify) (Specify) (Specify) Black

TYPICAL APPLICATIONS

Each profile in the XG lightbox range is engineered for specific performance requirements, whether
fixed in place or used for flexible, reconfigurable setups. Use this guide to determine which profile is
best suited to particular settings and requirements.

PROFILE

IDEAL FOR

60mm Wall-Mounted

Edge-lit for smaller sizes, backlit for larger, ideal for retail and interior wall applications

100mm Freestanding

Edge-lit, single or double-sided, suited to all applications including retail, exhibitions, and events.

100mm Wall-Mounted

Ideal for all applications requiring larger graphic areas, from retail environments to reception spaces.

Portable Lightbox

Designed for portable, modular display use, perfect for events, exhibitions, and pop-up spaces.
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