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XG | DIGITALLY CUSTOM
PRINTED ROLLER

BLINDS

Promote your brand with our digitally printed roller
blinds. These custom-printed blinds are perfect for
commercial spaces, offering a cost-effective way to
advertise your business or product. Whether you’re
enhancing your office with an internal-facing blind or
attracting new clients with external-facing blinds, our
products deliver impactful results.

Our digitally printed roller blinds are available in

widths and heights up to 3 meters. They can be
customised with graphics facing inwards for interiors or
outwards to display your company logo or information
prominently. They are designed for ease of operation,
low maintenance, and durability, providing style and
functionality for any commercial space.

g FANTASTIC PRICES
A
(@ BRANDING OPTIONS

ﬁ EASY TO SET UP



On the next pages, you will find a guide to ordering your Roller Blind, which we hope helps you decide
what you need.
Please call us on 01280 707180 if you have any gquestions or to discuss your requirements.

Made to measure for a perfect fit.

Printed with your logo or design.

Includes all necessary fixtures and fittings.

Promotes your business 24/7.

High commercial quality.

Supplied with a standard white chain (a metal option is
available).

Available in sizes up to 3 meters wide.

Easy and quick to install with all hardware provided.

MEASURING GUIDE

Ensuring your custom-printed roller blinds fit perfectly is crucial for aesthetics and functionality. Follow
these steps to measure your window accurately:

RECESS FITTING - INSIDE THE WINDOW RECESS

WIDTH: Measure the width at the recess’s top, middle, and bottom. Use the
smallest measurement.

DROP: Measure the height from the top of the recess to the windowsill.

DEDUCTIONS: We’ll make necessary deductions (3mm) for a perfect fit, so don’t
adjust your measurements.

TIPS:

Use a metal tape measure for accuracy. l
Ensure the recess is deep enough to accommodate the — j]
blind and any obstructions, such as window handles. I' 4" )

EXACT FITTING - OUTSIDE THE WINDOW RECESS

DR WIDTH: Measure the entire width of the window, adding extra on each side (at
I A " least 50mm) to minimise light leakage.
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DROP: Measure from the top of the window to your desired length, considering
obstacles like radiators.

o . TIPS:
The overall width of the blind, including brackets,
is about 35mm wider than the fabric width.
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To replace an existing blind, measure the
current one (including fittings) for an exact
match.




CHOOSE YOUR
ROLLER BLINDS IN:

STEP TI:
SPECIFICATION

Durable and reliable our
Roller Blind mechanism
comes with white metal
universal brackets for
face, top or side fixing.

A weighted bar that
slots into a pocket loop
at the bottom of the
blind to ensures the
blind hangs correctly.

Our compact roller blind
system has a standard
plastic chain (metal
available at additional
cost).

Grey back fabric to
block light and help
with your interior space
while still letting partial
light through.

STEP 2: THINGS TO
CONSIDER

®m Do you want your blind inside or outside the window recess?
B What branding do you want on your blind, and where will it be visible?

Think about where your branding will be placed on the blind so that it is visible when it is at different drop
levels.

LOGO POSITIONAL GUIDE MAXIMUM DROP LOGO POSITIONAL GUIDE 2/3RDS DROP LOGO POSITIONAL GUIDE MINIMUM DROP

Please refer to the Artwork guide template, available to download from our website, for size allowances per
aperture and visible area when the blind is in use.



You have two options when creating artwork:

1. DESIGN IT YOURSELF:
Use your preferred agency or create it yourself. The “Templates’ page has design templates for many
products. For quick uploads, we recommend file transfer sites like WeTransfer.

2. GET ASSISTANCE FROM XG:

If you need help with your artwork layout, we can help. Write a clear brief and email it to sales@xg-group.
co.uk. Include logos in vector format (Al, EPS), fonts, and any necessary copy. Final approval is required
before production. Note that artwork services are chargeable, which will be discussed during the quoting
process.

GENERAL GUIDES FOR ARTWORK ARE AS FOLLOWS:

® Provide a production-ready high-resolution PDF.

m Supply your artwork in full size; provide your PDF in half or quarter size for larger prints.

B Ensure your PDF file includes image bleed.

B Set the resolution to a maximum of 150 dpi at full size.

® Embed all text and fonts.

® Transfer your files via WeTransfer.

B For complex graphic design needs, call us at 01280 707180 or email sales@xg-group.co.uk to discuss your
requirements.

For more information on artwork guidelines, click here.

STEP 4: HOW TO
ORDER

Email your requirements to sales@xg-group.co.uk, including your full invoice and delivery address (if different).
We'll send you a formal quotation for confirmation.

Non-account customers must provide full payment before order processing. Payments can be made by bank
transfer (BACS), card via a provided payment link, or over the phone.

Standard delivery takes 5-7 working days, subject to availability and order quantities. We will do our best to
accommodate express turnaround requests.

click here for pricing
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